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ストレージは企業構造の変化や計画に柔軟に対応/進化できることが必要 

いままで 現在 これから 

●変更に制限がある 
●垂直的構造 

●複数サービス＆ 
    インターフェイス 
●Defined Data Storage 

●全ていつでも変更可能 
●拡張可能で 
   ハードウェアにとらわれない 

    



ソフトウェア ラインナップ 



ソフトウェア定義型(SDS) 
             スケールアウトNAS/バーチャルNAS 

多数プロトコル対応 



ソフトウェア定義型(SDS) 
      スケールアウト仮想化プラットフォーム 

各種ハイパーバイザ対応 



キャッシュ x メカニズム 



水平的にパフォーマンス＆キャパシティを拡張 



セパレートスケールアウト拡張方式が選択可能 



４つの機能モジュール 



完全なソフトウェアスタックを提供 



何が優れているのか？ 

厳密な一貫性 
独自の仮想ファイルシステム 
と独自プロトコルの実装により 
高い統合一貫性が保証されています 

VMs間のファイル共有 
vNAS機能を備えた 
ハイパーコンバージドソリューション 

柔軟性 
DHTに比べダイナミックで 
インテリジェント 

COMPETITORS COMPUVERDE 



使用も管理も簡単！ 
（ソフトウェアレベルからのフルインテグレーションの場合） 



わかりやすい管理GUI 



テストデータ （比較） 



SPECsfs TESTS – COMPUVERDE VS GLUSTER 



COMPARISON – COMPUVERDE VS OPENSTACK 



PERFORMANCE – VIRTUAL ENVIRONMENT 



主な機能 

クラウドストレージを可能に グローバルな特許ポートフォリオ 

驚異のパフォーマンス 完全にFLASHに準拠 

仮想マシン対応 ハードウェアに依存しない 

驚異の拡張性 先を見越し段階を調整可能 



技術資料 



               Symmetric architecture 

Protocols CIFS (SMB1/2/3) NFS 3/4/4.1 OpenStack Swift Amazon S3 iSCSI 

Virtual FS Support for read and write cache Strictly consistent file system 

Storage Extremely scalable Full elasticity (No use of hash tables) 

Virtual file system layer 

Protocol layer 

Storage layer (object store) 



Redundancy File copies RAIN-5/6 Erasure coding (CRS) 

Write pattern All targets Majority + replicate One target + replicate 

Data disparity Rack designation LAT/LONG/ALT 



Protocols 

 All protocols implemented in C/C++ by Compuverde 
 Protocols tightly integrated with the virtual file system layer 
 Own implementation of RPC server for higher efficiency 
 High focus on minimizing memory allocations 



 Support for cache mirroring 
 Cache partners are selected at file level 
 Supports write cache for a file on single server 
 Supports read cache for a file on multiple servers 

Cache 



Network 
Ethernet 

Ethernet 

Ethernet 

 1-3 network ports are required depending on configuration 
 TCP unicast and UDP multicast are used for communication 
 All nodes have static IP-addresses 
 Failover VIRTUAL IP 



What defines a cluster 
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[Multicast]

Who got file

2B9B4A97-76E5-499E-

A21A6D7932DD7927

Request is sent by multicast 
Response is received by unicast 

     We use multicast extremely sparse 

Multicast is only used for file look-up operations 
Caching reduce the use even more 
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      No dedicated metadata servers are used 

      Metadata is stored as objects 



How is structure defined 



How is data distributed within a cluster 



How does nodes keep track of each other 



Self healing 



Self healing 
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